
What is a LockLift?

LockLift is designed to set splined PVC 
well casing (Certa-Lok™ and Eagle-
Loc™) in the well after the string has 
been assembled and is hanging from the 
top of the well. It is fast, easy and trouble 
free to use and 
prevents the 
possibility of 
losing control 
of the PVC 
while setting it 
in place. When 
a tape measure 
is used as the 
release line it 
also gives an 
accurate indi-
cation of the 
depth to which 
the LockLift 
and the string 
of PVC cas-
ing are set. The LockLift also allows easy 
retrieval of the PVC casing from the well 
when necessary. It is fast and can be  
done without the need to have a drill- 
ing rig over the well. Sand locks  
become unnecessary.
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How is the LockLift used?

The LockLift is designed to be lowered from 
a winch line or from pipe. 

The LockLift is first attached to a winch line 
(rotation resistant is recommended) which 
will be used to lift and lower the tool and 
PVC casing, and hooked to a release line 
(such as a fiberglass measuring tape). The 
LockLift is then inserted into the end of the 
splined PVC well casing which is already 
hanging from the top of the well. The  
 

LockLift can now be lifted, raising the PVC 
well casing with it. Whatever clamp is hold-
ing the PVC can now be removed, and the 
LockLift and PVC well casing can be low-
ered to the bottom of the well. The release 
line is now pulled up which releases the tool 
from the PVC casing, and the LockLift is 
retrieved from the well.

The LockLift can be hooked directly to a 
winch line by attaching the eye nut to the top 
of the LockLift. Or it can be used with pipe 
by replacing the eye nut with the nut-pipe 
coupling which when not in use is stored on 
the threaded portion at the bottom of the tool. 
Both attaching pieces are designed to fit into 
the PVC well casing on which the tool is to 
be used. This allows the unused attaching 
point to be stored on the bottom during use, 
which helps to prevent accidental loss of that 
part.

 

LockLift’s Smart Design

The release line spring clip and the hose 
clamp attaching it to the release sleeve were 
chosen so that they could both be easily 
obtained (at your local hardware store) and 
easily replaced. It is because of this that these 
parts are not painted.

The LockLift puts no outward pressure on the 
PVC, so it will not cause splitting. The only 
force on the PVC casing is straight up. Lock-
Lift is available in different sizes. Each size is 
a different color for easy identification.

How It Works

The LockLift has a segmented disk which in 
its outer position locks into the groove in the 
bell of splined PVC well casing. This disk re-
tracts to a smaller diameter when the release 
line is pulled which allows the LockLift to be 
removed from the bell of the PVC casing.

Solvent Weld PVC Casing

The LockLift can be used on solvent weld 
PVC casing by inserting it into and through 
the top piece of PVC in the string and lifting 
by supporting from the bottom end of that 
piece in the bell of the second piece. This 
method can also be used on splined casing 
where the top bell is missing or broken. 
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